Note: Do not scale from this drawing. If in doubt, please ask for confirmation of any dimension.

Unit volume = 0.177 cu m

Preparation:
- 3 No Easy Lift Utility Anchors Part No. UA450334
- 2 No 50mm dia holes in 150x150x20 deep recesses

Dimensions:
- Height: 1000mm
- Width: 1000mm
- Depth: 500mm
- Weight: 450kg
- Embedment: 150mm

Notes:
1. Concrete strengths:
   - At 28 days: Min 60 N/mm²
   - At demoulding: Min 15 N/mm²
2. For reinforcement details see Drg no 12073–015.
Note: Do not scale from this drawing. If in doubt, please ask for confirmation of any dimension.

**Loose items schedule: per 1.00m unit**

<table>
<thead>
<tr>
<th>No.</th>
<th>Item</th>
</tr>
</thead>
<tbody>
<tr>
<td>2</td>
<td>M16 (Grade 8.8) Galv Althread x 340lg</td>
</tr>
<tr>
<td>2</td>
<td>M16 Galv Nuts</td>
</tr>
<tr>
<td>2</td>
<td>100 x 100 x 8thk Galv Plate washer (Ref: PW4)</td>
</tr>
<tr>
<td></td>
<td>Grouted in using C32/40 non-shrink grout</td>
</tr>
</tbody>
</table>

All loose items available direct from Bison Precast.

Please enquire for further details.